Specifications for 4-Hi Reversible Cold Rolling Mill Roll Technical Parameters:
	轧机型号Model Mill 
	Φ175/Φ420×350~400四辊可逆冷轧机Φ175/Φ420 × 350 ~ 400 four reversible cold rolling mill roll 
	Φ200/Φ450×350四辊可逆冷轧机4 × 350 Φ200/Φ450 reversible cold rolling mill roll 
	Φ210/Φ450×450四辊可逆冷轧机4 × 450 Φ210/Φ450 reversible cold rolling mill roll 
	Φ230/Φ520×500四辊可逆冷轧机4 × 500 Φ230/Φ520 reversible cold rolling mill roll 
	Φ240/Φ550×700四辊可逆冷轧机4 × 700 Φ240/Φ550 reversible cold rolling mill roll 
	Φ240/Φ550×900四辊可逆冷轧机4 × 900 Φ240/Φ550 reversible cold rolling mill roll 

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	轧制材料Rolling materials 
	铜带、普碳钢、优质碳素钢、工具钢、弹簧钢Copperbelt, carbon steel, high-quality carbon steel, tool steel, spring steel 
	铜带、普碳钢、优质碳素钢、工具钢、弹簧钢Copperbelt, carbon steel, high-quality carbon steel, tool steel, spring steel 
	优质碳素钢、弹簧钢Quality carbon steel, spring steel 
	Q195~Q235优质碳素钢Q235 Q195 AT-quality carbon steel 
	Q195~Q235优质碳素钢及铝合金Q235 Q195 AT-quality carbon steel and aluminum alloy 
	Q195~Q235优质碳素钢及铝合金Q235 Q195 AT-quality carbon steel and aluminum alloy 

	
	
	
	
	
	
	

	坯料规格Blank specifications 
	2.75~3.5×250~3002.75 ~ 3.5 × 250 ~ 300 
	3.25~4×200~2503.25 ~ 4 ~ 250 × 200 
	3.25~4×200~2503.25 ~ 4 ~ 250 × 200 
	3.25~4×200~2513.25 ~ 4 ~ 251 × 200 
	6~3.5×5506 ~ 3.5 × 550 
	6~8×400~7506 ~ 8 ~ 750 × 400 

	
	
	
	
	
	
	

	卷重KgVolume heavy Kg 
	20002000 
	10001000 
	20002000 
	50005000 
	500500 
	20002000 

	成品厚度Finished thickness 
	0.3~0.50.3 ~ 0.5 
	0.50.5 
	0.5~1.50.5 ~ 1.5 
	0.2~0.30.2 ~ 0.3 
	0.20.2 
	0.20.2 

	最大轧制力 KNKN greatest rolling force 
	25002500 
	25002500 
	28002800 
	35003500 
	20002000 
	25002500 

	轧制速度 m/sRolling speed m / s 
	0~2.50 ~ 2.5 
	0~1.50 ~ 1.5 
	0~1.920 ~ 1.92 
	0~3.50 ~ 3.5 
	0~20 ~ 2 
	0~20 ~ 2 

	压下方式Pressure way 
	电动/液压AGCElectric / hydraulic AGC 
	电动/液压AGCElectric / hydraulic AGC 
	电动/液压AGCElectric / hydraulic AGC 
	电动/液压AGCElectric / hydraulic AGC 
	电动/液压AGCElectric / hydraulic AGC 
	电动/液压AGCElectric / hydraulic AGC 

	压下速度 mm/sPressing speed mm / s 
	0.120.12 
	0~0.150 ~ 0.15 
	0.120.12 
	0~0.150 ~ 0.15 
	0.04/0.080.04/0.08 
	0.33/0.0660.33/0.066 

	主传动方式Main transmission mode 
	工作辊传动Work Roll Drive 

	主电机功率 KWKW main motor power 
	225225 
	138138 
	252252 
	390390 
	205205 
	284284 

	卷取机张力范围KNReel Tension scope KN 
	3~303 ~ 30 
	5~405 ~ 40 
	5~305 ~ 30 
	5~405 ~ 40 
	2.5~502.5 ~ 50 
	4~30,8~604 ~ ~ 60 30,8 


